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JB01

OPTIONAL TABLE

• Cast aluminum, plastic-sprayed
• Easy to assembly and calibrate, high reliability
• Fully encapsulated, water-proof and moisture proof
• Sensitivity matched adjusting methods
• Operating temperature: -40℃ ~+85℃

• Specially designed for scales
• This model are available to connect 2 to 10 load cells 

with 4-wire or 6-wire cable on different requests.

DIMENSIONS IN MM

Part number Channels
JB01-2 2
JB01-3 3
JB01-4 4
JB01-6 6
JB01-8 8

JB01-10 10
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2 Places

�
�

�
�
�
�
�
)

2������� )

��
��
��
�
)

JUNCTION BOX

FEATURES

DESCRIPTION

t: +27 (0)12 386 2060/1  +27 (0)12 386 3065/6 f: +27 (0)12 386 0345 e: scales@richterscale.co.za • loadcells@richterscale.co.za w: www.zemic.co.za 
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OPTIONAL TABLE

JB02

• Cast aluminum, plastic-sprayed
• Easy to assembly and calibrate, high reliability
• Fully encapsulated, water-proof and moisture proof
• Sensitivity matched adjusting methods
• Operating temperature: -40℃ ~+85℃

• Specially designed for scales
• This model are available to connect 2 to 4load cells with 

4-wire or 6-wire cable on different requests. 

DIMENSIONS IN MM

Part number Channels
JB02-2 2
JB02-3 3
JB02-4 4

123�4.84�

135�5.31�
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Installation holes
2 Places

JUNCTION BOX

FEATURES

DESCRIPTION

t: +27 (0)12 386 2060/1  +27 (0)12 386 3065/6 f: +27 (0)12 386 0345 e: scales@richterscale.co.za • loadcells@richterscale.co.za w: www.zemic.co.za 
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JB05A

• Cast aluminum, plastic-sprayed
• East to assemble and calibrate, high reliability
• Fully encapsulated, water-proof, moistureproof and 

lightning protected.
• Surge protection
• Sensitivity matched adjusting method
• Operating temperature: -40℃ ~+85℃

• Specially designed for scales
• This model are available to connect 4 to 8 load cells with 

4-wire cable on different requests.

Dimensions in mm

Part number Channels
JB05A-4 4
JB05A-6 6
JB05A-8 8

166�6.54�

178�7�
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Installation holes
4 Places
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JUNCTION BOX

OPTIONAL TABLE

FEATURES

DESCRIPTION

t: +27 (0)12 386 2060/1  +27 (0)12 386 3065/6 f: +27 (0)12 386 0345 e: scales@richterscale.co.za • loadcells@richterscale.co.za w: www.zemic.co.za 
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JB06

• Cast aluminum, plastic-sprayed
• East to assemble and calibrate, high reliability
• Fully encapsulated, water-proof, moistureproof and 

lightning protected.
• Surge protection
• Sensitivity matched adjusting method
• Operating temperature: -40℃ ~+85℃

• Specially designed for scales
• This model are available to connect 2 to 8 load cells with 

4-wire or 6-wire cable on different requests.

Dimensions in mm

Part number Channels
JB06-2 2
JB06-3 3
JB06-4 4
JB06-6 6
JB06-8 8
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JUNCTION BOX

OPTIONAL TABLE

FEATURES

DESCRIPTION

t: +27 (0)12 386 2060/1  +27 (0)12 386 3065/6 f: +27 (0)12 386 0345 e: scales@richterscale.co.za • loadcells@richterscale.co.za w: www.zemic.co.za 
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JB07

• Cast aluminum, plastic-sprayed
• East to assemble and calibrate, high reliability
• Fully encapsulated, water-proof, moisture proof and 

lightning protected.
• Surge protection
• Sensitivity matched adjusting method
• Operating temperature: -40℃ ~+85℃

• Specially designed for scales
• This model are available to connect 2 to 4 load cells with 

4-wire or 6-wire cable on different requests.

DIMENSIONS IN MM

Part number Channels
JB07-2 2
JB07-3 3
JB07-4 4

123�9.37�
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Installation holes
2 Places
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JUNCTION BOX

OPTIONAL TABLE

FEATURES

DESCRIPTION

t: +27 (0)12 386 2060/1  +27 (0)12 386 3065/6 f: +27 (0)12 386 0345 e: scales@richterscale.co.za • loadcells@richterscale.co.za w: www.zemic.co.za 
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FD-3

SPECIFICATIONs (current output)

SPECIFICATIONs (voltage output):

• Adjustable stable voltage
• Voltage counter-connection protection
• Zero adjustable resistors can be outer connected
• Terminal tabs connection
• Ingress protection (according to EN 60529): IP65

• Supply voltage: DC 12V, 15V, 24V
• Output: 4-20mA (or 0-10mA,0-20mA)
• Load resistance: ≥ 500Ω	(15V~24V) 
• Accuracy: better than 0.1%F.S
• Operating temperature: -20℃ ~+85

• Supply voltage: DC 12V, 15V, 24V
• Output: 0-5VDC (Or 1-5VDC, 0-10VDC, 0-±5VDC) 
• Accuracy: better than 0.02%F.S
• Load resistance≥ 500Ω      
• Operating temperature: -20℃ ~+85

DIMENSIONS IN MM
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TRANSMITTER

FEATURES

t: +27 (0)12 386 2060/1  +27 (0)12 386 3065/6 f: +27 (0)12 386 0345 e: scales@richterscale.co.za • loadcells@richterscale.co.za w: www.zemic.co.za 
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FD-4

• Connection for 2 to 4 load cells
• Voltage counter-connection protection
• Easy to assemble and calibrate, high reliability
• Excellent water-proof ability
• Voltage or current output signal

• Supply voltage: DC 12V, 15V, 24V
• Output: 0-10mA   4-20mA0-5VDC   1-5VDC 
• Accuracy: better than 0.1%F.S
• Load resistance≤ 500Ω(current output)      •	 ≥ 500Ω(voltage output)
• Operating temperature: -20℃ ~+85
• Ingress protection (according to EN 60529): IP65

DIMENSIONS IN MM

Senso r 4 �6��
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ˇ  Red

ˉ  Black
ˉ  White

ˇ  Green

Shield

Input

Output

50�1.97�

Senso r 3 �6��

Senso U����S2 �

Senso U����S1 �

}

}

TRANSMITTER

SPECIFICATIONs

FEATURES

t: +27 (0)12 386 2060/1  +27 (0)12 386 3065/6 f: +27 (0)12 386 0345 e: scales@richterscale.co.za • loadcells@richterscale.co.za w: www.zemic.co.za 
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FD-5

• Connection for 2 to 4 load cells
• Surge protection
• Voltage counter-connection protection
• Voltage or current output signal
• Terminal tabs connection
• The installation holes on the cover making it easily to be 

fixed on the platform.

• Supply voltage: DC 15V,
• Output: 0-10mA   4-20mA 0-5VDC   1-5VDC 
• Accuracy: better than 0.1%F.S
• Load resistance≤ 500Ω(current output)       ≥ 500Ω(voltage output)
• Operating temperature: -20℃ ~+85
• Ingress protection (according to EN 60529): 

IP65

DIMENSIONS IN MM

123�4.84� 37 ��
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Installation holes
2 Places
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TRANSMITTER

SPECIFICATIONs

FEATURES

t: +27 (0)12 386 2060/1  +27 (0)12 386 3065/6 f: +27 (0)12 386 0345 e: scales@richterscale.co.za • loadcells@richterscale.co.za w: www.zemic.co.za 
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